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                           READ THIS FIRST
CAUTIONS AND WARNINGS
  #2045        2005- 2008 FORD MUSTANG            (GIVE COPY TO CUSTOMER)

WE RECOMMEND CONVERTIBLE TOPS/WINDOWS BE INSTALLED BY AUTOMOTIVE TRIM/UPHOLSTERY SHOPS.  TOP/WINDOW IS NOT GUARANTEED AGAINST IMPORPER INSTALLATION OR FRAME PROBLEMS.

ALWAYS USE STAINLESS STEEL STAPLES TO AVOID RUST

*PREPUNCHED HOLES/TACK LINE IN TOP/WINDOW GO IN THE CENTER OF TACK RAIL*
CHECK BEFORE REMOVING OLD TOP
1- Plastic molding around the rear can scratch or tear binding on top.  

         File down sharp spots to help prevent this damage. 

2- Check for frame problems:

a. Raise top to verify it lifts evenly

b. As top is lowered into well verify glass is not in a bind

c. With top completely down verify the clearance around the top, frame and body are the same.

d. Raise top, verify latch pins line up

e. Verify side window weather strip is aligned properly
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Ford:  2005 – 08 Mustang

ISSUE

Some 2005-08 Mustang Convertible vehicles may require a repair of the convertible top.  Individual components should continue to be used where appropriate, but if required a new top assembly is now available.

ACTION

Evaluate the convertible top concern and perform a cost effective repair.  A complete assembly is not necessary for most repairs and should only be used when the top frame has caused consequential damage to the top cover.  

Verify the convertible top components that require replacement, and order the lowest level of components to repair the top.   The following is a summary of the convertible top system concerns and the appropriate service action to correct the issue.  For complete system diagnosis and repair information, refer to the Mustang Workshop Manual, Section 501-18.

SERVICE PROCEDURE

Verify the components that are defective and replace individual components where necessary
ISSUE

The convertible top latching mechanism on the 2005 Mustang is significantly different than prior model years.  Vehicle owners may have difficulty in latching the top if they are not aware of the unique operating characteristics of the new latch design
ACTION

Refer to the following instructions.

OPERATING INSTRUCTIONS

LOWERING THE CONVERTIBLE TOP

NOTE

        THE CONVERTIBLE TOP WILL NOT OPERATE UNLESS THE VEHICLE IS TRAVELING LESS THAN 1.8 MPH (3 KM/H).

1. Bring the vehicle to a complete stop and leave the engine running to avoid draining the battery.  Engage the parking brake.
2. Check the top’s stowage compartment behind the rear seat to make sure it’s empty, then check the top’s outer surface to make sure it’s dry and free of leaves and debris.
3. Unclamp the top from the windshield header by pulling each latch handle down and then rotating the latch to the rear until it clears the header.

NOTE

THE LATCH HANDLES MUST BE PULLED DOWNWARDS COMPLETELY TO ALLOW THE LATCH TO FULLY ROTATE INTO THE OPEN POSITION.

4.  If the top has not been lowered for some time, gently push the front edge of the top up to make sure it is not sticking to the header.  If it is sticking, this will 
          usually free it.

5. The convertible top switch is located in the overhead console.  Push and hold the switch until the windows are down and the top is fully lowered and stowed.

RAISING THE CONVERTIBLE TOP
1. Bring the vehicle to a complete stop and leave the engine running to avoid draining the battery.  Engage the parking brake.  

2. Push and hold the convertible top switch until the windows lower completely (if up) and the top unfolds and moves forward toward the windshield header.
3. Release the convertible top switch to open both latch handles before the top meets the windshield header.
NOTE  
THE LATCH HANDLES MUST BE PULLED DOWNWARD COMPLETELY TO ALLOW THE LATCH TO FULLY ROATE INTO THE CLOSED POSITION.

4.     Continue to hold the convertible top switch to raise the top until it has reached the fully closed position, flush with the header.

5.     The two (2) pins under the forward top edge should align themselves in the matching header holes when latching the top.

6.     Secure the driver’s side latch first then secure the passenger side.  Pull down firmly on the latch handles before rotating them into the
        windshield header to  their full forward position.  Pulling down on the latch handles and at the center grip in the header will make it easier 
        to fasten the top.

NOTE

IF THE TOP HAS BEEN IN THE DOWN POSITION (STOWED) FOR AN EXTENDED PERIOD, OR IF THE TEMPERATURE IS LOW, THE TOP MATERIAL MAY SHRINK A SMALL AMOUNT.  PULLING DOWN ON THE LATCH HANDLES AND AT THE CENTER GRIP IN THE HEADER WILL MAKE IT EASIER TO FASTEN THE TOP.
WARRANTY STATUS:   Information Only – Not Warrantable 
INSTALLATION INSTRUCTIONS/TIPS

#2045         2005- 2008 FORD MUSTANG                 (GIVE COPY TO CUSTOMER)
                                        THE FOLLOWING ITEMS ARE INCLUDED

    (2) Tether Straps (1” X 15” Webbing)                 (4) 2” X 6” Loop Velcro Adhesive or Teflon Tape

THIS ORDER HAS BEEN CAREFULLY INSPECTED BY _________________DATE__________________

FOR ANY HOLES, CUTS OR OTHER DEFECTS INCLUDING FINISH   
 01.   Unfold top, inspect and make sure you have the right top for your car, including color & material.

 02.   Dry fit top by placing it over existing top making sure everything is correct, including top # marked on front of 


   top in center and on each quarter before removing old top.

 03.   If you suspect you received the wrong item contact supplier immediately.  We will accept it back for credit & 

         ship correct item provided incorrect item is in sellable condition.
 04 .  NO CREDIT will be issued after installation has been started or item damaged/scratched.

 05.   Place a blanket or heavy cloth on rear section of car to prevent scratching.

 06.   Remove rear seat, quarter and kick panel to have more room to work on rear of top.
 07.   Raise top about halfway then remove hardware (secured with torx screws) to expose extrusion then release.
 08.   Remove all hardware and weather strip from front header bow, but use extreme caution when removing two part 
         quarter retainer on each side (inner And outer part).  Plastic clips are fragile and may not be able to replace.

 09.   Remove push fastener from quarter flap then cables and brackets.
 10.   Remove rear tack rail and rest on blanket
 11.   Remove silencer pad (Tape is used to adhere to top) then separate extrusion from bows.
 12.   Remove staples from rear tack rail and remove top (save old top for reference until job is complete).
*13.  To reduce wear, cover ends of bow 1 & 2 (from bottom of bow up 6”) with loop Velcro adhesive (included).  
         *Technical Service Bulletin TBS 06-22-16

*14.  Install tether straps (included) (1” webbing) to rear bow (4th bow) and tack rail (near bracket).  

         *Technical Service Bulletin TBS 06-22-16.

015.  Starting at center, staple top at rear tack rail then reinstall tack rail and rear end of side cables then rear quarter
       brackets.

016.  Reinstall quarter flaps then push fasteners,  reinstall plastic extrusion to bow then silencer pad

017.  Install weather strips and retainers along the side of the top of the cable end; reinstall all hardware across the
       front bow.

18.  Any wrinkles where top was folded should come out with sunshine, light heat or steam, Wash top and car.
KEE AUTO TOP MANUFACTURING CO.     
  TECH SUPPORT 1-800-438-5934

ENJOY YOUR CONVERTIBLE TOP!







CAUTION 


 MUST READ BEFORE STARTING INSTALLATION





TECHNICAL SERVICE BULLETINS 2005-08 MUSTANG TSB 05-24-6, TSB 05-9-14 (See Page 2), TSB 06-22-16





ISSUE – Some 2005-08 Mustang vehicles built before 10/11/06 equipped with a convertible top could develop wear or a hole near the 4th bow and/or number 1& 2 bow area.  This is caused by the number 1 & 2 and 4th bow wearing or pinching through the vinyl or cloth top.





ACTION – SERVICE PROCEDURE -   Install a new convertible top cover, two tether straps (included) to 4th bow and loopVelcro/tape (included) to the number 1 & 2 bow per instruction sheet provided **(see #13 & #14)





WARNING:  KEE AUTO TOP MANUFACTURING CO. WILL NOT BE HELD RESPONSIBLE FOR DAMAGE TO OUR CONVERTIBLE TOPS OR TOP PRODUCTS THAT MIGHT OCCUR BECAUSE OF THE ORIGINAL MANUFACTURER’S DESIGN OF THE CONVEERTIBLE TOP, TOP FRAME, OR ANY OF THEIR RELATED PARTS. 
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